Lake City Municipal Pool Project
High Level Requirements

1. Facility to accommodate a maximum daily bather load of approximately 300 people (i.e. pool, deck, and bath house).
2. Lap pool with a length of 25 yards, width to accommodate six lanes for competitive swimming, minimum depth no less than four and a half feet, and a diving well with a maximum depth no greater than twelve feet.  Optional pricing for width to accommodate ten lanes for competitive swimming.
3. Adjacent graduated entry pool with a minimum zero depth and a maximum depth no greater than four feet, partially connected to the lap pool.
4. Diving board placed in a manner that would not interfere with the ability to use the deeper end of the lap pool for diving from competitive swimming blocks.
5. Drop slide placed in a manner that would not interfere with the ability to use the deeper end of the lap pool for diving from competitive swimming blocks.

6. Moderate slide (i.e. platform height no greater than ten feet) located at a three to four foot water level within the graduated entry pool.
7. Availability of shaded areas on the pool deck.
8. Optional pricing for shaded area within low water levels of the graduated entry pool.
9. Optional pricing for toddler slide (i.e. platform height no greater than three feet) within low water levels of the graduated entry pool.

10. Landscaping limited to seeding only with no sand or grassy areas within the pool fencing.

11. Exclude provision for south parking/drop off area.

12. Optional pricing for sustainable option items as noted in the estimate dated 10/31/2008.
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